
Figure 1-1:
Model 60 dispersion tube

Standard dispersion tube total tube lengths

6” to 144” in 1/2” increments (150 mm to 3658 mm in 13-mm increments)

Insulated (optional)
(tube to discharge with air flow)

1.50" (38 mm) Typical tubelet spacing

0.66" (17 mm)

1.88" (48 mm)

1.12"
(28 mm)

0.66" (17 mm)

1.88" (48 mm)

1.00" (26 mm) dia.
OM-375A

Noninsulated	

2.00" (51 mm)

Fiberglass 
insulation

2.55" (65 mm)

0.50" (13 mm) 

24 gauge 304 stainless steel 
insulation jacket (316 stainless 

steel is optional option)

OM-375C

Escutcheon plate  
Galvanized sheet metal (304 stainless steel is optional)

3.99"
(101 mm)

3.99" (101 mm) 0.50" 
(13 mm)

0.50" 
(13 mm)

OM-366A

1/2" NPT (DN15) TYP(2)

1.00" (26 mm)

Support 
bracket, 
for total tube 
length 12" 
(305 mm) or 
more

OM-388a, OM-3884.0" (101 mm)

1.03" 
(26 mm)

1.50" (38 mm) minimum

0.42" (11 mm) dia. mounting holes

Thermal-resin tubelets

Movable escutcheon plate

Slip-on tube 
adaptor with 

internal o-rings
3/4" (DN20)

Total tube length (face width plus duct/AHU wall thickness)

M o d e l  6 0  d i s p e r s i o n  t u b e

Note: �Tube material is 304 stainless steel. 316 stainless 
steel tube material is optional.
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Figure 2-1:
Model 70 dispersion tube

3/4" NPT (DN20) TYP(2) 1.50" (38 mm) Typical tubelet spacing

1.00" (26 mm)

Support
bracket

OM-388a, OM-389

4.00" (102 mm)

1.16" 
(29 mm)

1.50" (38 mm) minimum

Thermal-resin tubelets

Movable escutcheon plate

Noninsulated

0.71" (18 mm)

1.00" (26 mm) dia.

OM-392

2.69" (68 mm)

1.84" (46 mm) 3.02" (77 mm)

Slip-on tube 
adaptor with 

internal o-rings
3/4" (DN20)

Standard dispersion tube total tube lengths

18” to 192” in 1/2” increments (457 mm to 4877 mm in 13-mm increments)

3.99"
(101 mm)

3.99" (101 mm) 0.50" 
(13 mm)

0.50" 
(13 mm)

OM-366A

Escutcheon plate  
Galvanized sheet metal (304 stainless steel is optional)

Insulated (optional)

Fiberglass insulation

3.70" (94 mm)

0.50" (13 mm)

24 gauge 304 stainless 
steel insulation jacket 
(316 stainless steel is 
optional option)

Total tube length (face width plus duct/AHU wall thickness)

0.42" (11 mm) dia. mounting holes

M o d e l  7 0  d i s p e r s i o n  t u b e

Note: �Tube material is 304 stainless steel. 316 stainless 
steel tube material is optional.
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1½" NPT (DN40) TYP(2)
1.50" (38 mm) Typical tubelet spacing

1.00" (26 mm)

Support
bracket

Total tube length (face width plus duct/AHU wall thickness)5.50" (138 mm)

1.50" (38 mm)

Thermal-resin tubelets

OM-388a, OM-390

Noninsulated

1.00" 
(25 mm)

1.50" (38 mm) dia. OM-393

2.97" (75 mm)

2.57" (65 mm)

Slip-on tube adaptor 
with internal o-rings

1½" (DN40)

Standard dispersion tube total tube lengths

24” to 192” in 1/2” increments (610 mm to 4877 mm in 13-mm increments)

OM-3995.99 
(152 mm)

5.99" (152 mm)

0.50" 
(13 mm)

0.50" 
(13 mm)

Escutcheon plate  
Galvanized sheet metal (304 stainless steel is optional)

Insulated (optional)

Fiberglass insulation

3.60" 
(91 mm)

4.00" (101 mm)

0.50" (13 mm)

OM-396

24 gauge 304 
stainless steel 
insulation jacket 
(316 stainless steel 
is optional option)

M o d e l  8 0  d i s p e r s i o n  t u b e

Figure 3-1:
Model 80 dispersion tube

1.50" (38 mm) minimum

0.42" (11 mm) dia. mounting holes

Movable escutcheon plate

Note: �Tube material is 304 stainless steel. 316 stainless 
steel tube material is optional.
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