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EARTH GROUND VAPORSTREAM ~ VL.C EVAPORATIVE HUMIDIFIER REFER TO_FOLLOWING -DOCUMENTS DATE | REV | RECORD DR
POWER BLOCK | WIRING DIAGRAM SHOWS MAXIMUM NUMBER OF STAGES. ::_E"XSTTE’??L,L'QI'OCNO&E%JT'%%MSENTS 5/05 1 D |EC. # 4263 |JUK
YOUR PARTICULAR HUMIDIFIER MAY HAVE LESS. 100% (SINGLE) SSR MOD, 208V/240V WITH SDU/AREA - 2/07 | E _|EC. # 4504 |UK
HEATER ELEMENT WIRING ARRANGEMENTS
O @ @ EQUIPMENT ON_SINGLE STAGE UNITS, FUSES AND FUSE BLOCKS HUMDIFER TANK 801 000
GROUND . _ . .
0 Q594 11 F1 12 K29 STAGE 1 Y from 35 VAPOR-LOGIC 3 \V/ Y from 35
— — e ? ) fom o SINGLE 36 VLC EXPANSION MODULE from 32
21 F2 22 H1| [H2| [H3  PHASE  Avps PER STAGE 20 CONDUCTOR
0 | LOAD 37 RIBBON CABLE {93
LINE 2():9%8 LOAD 2 — 32 a2 501 FZ’% oo HEAT CONTACTOR 2
FUSE AWPS | 3B @ K39 Ao NO. 45
11 F4 13 KJ38 STAGE 2 PER STAGE | 503 N HEAT CONTACTOR 3
10 +—————— SINGLE 38 @ \_J NO. 7,8
F5 1w 2T Ha | s | |He N A2 K40
' 21 LI 23 L L TOASE 0 @ 505 N HEAT CONTACTOR 4
32 472 801 /\ AN A2 N.O. 10,11
U Q)
iy F7 15 K39 STAGE 3 ! /2 o000
I 1L J
+———1-—— SINGLE | 42 @ ©
21 F8 5 e 2m H7| [H8| |H9 PHASE
—e J +___.___ LOAD 43
— 412 VAPOR-LOGIC 3
44 N N
11 F10 16 KJ4O STAGE 4
+———J'—— SINGLE I 45 {410
21 A1 26 1 J :ﬂ H10 H1Z PHASE L HUMIDIFIER TANK
" S47 414 414 SAFETY SWITCH
COVER INTERLOCK
47 R @ *********************** " ﬁl.o. CLOSE TO RUN )HUMIDIFIER
415 OR 415A 415A S48 415
MACHINE GROUND \”_@7 48 ,,,,%i:) ........ o— | (:) CONTROL CABINET DOOR
L _ _ _ _ jﬁ | 07 INTERLOCK ~ (OPTIONAL)
MACHINE GROUND WIRE MUST BE PRESENT 49 ‘ N.O. CLOSE TO RUN HUMIDIFIER
FOR PROPER HUMIDIFIER OPERATION. i N50
— e 19 e TANK TEMPERATURE SENSOR
pu— 50 B T e — —
MACHINE 420 420
p R’ GROD 5 @ Ao )
@D Dol » ]
10 as 900 K31 901 901 y{ | BLK 430 | 430 YV
I R S butsal __ TOP PROBE
— A —} = (H) @ SDU/AREA TYPE MOTOR 53 (30
9,,,, 54 WHT 31 () ‘EL,,@ MIDDLE PROBE
20
RED 432 432
= — e e ey __ BOTTOM PROBE
F o2 s | @ @
10 - 433 433
QWCT21 56 ‘ ES6 h@*J *********************** **‘@ PROBE GROUND (TANK)
Q22 — TRANSFORMER =
801 —= N 000 75VA 57
C
Q22 INTEGRAL 4A 24VAC E 58 L — — - — Q59B Q59A
TO T21 - = = HUMIDIFIER TANK
VAPOR-LOGIC 3 [~ - . SSR2t| 434 |SSRI¥| 434 ) SSR CONTROL VOLTAGE
Y25 _ _
401 401 SSR2-| 435 |SSR1-| 435
I FILL VALVE (N.C.) SSR COMMON
@ D ; : ®
402 402 801
O 2 | oo 0 ® @
@,,,ffo},,,,,,,,,,,,,,,,,,,J@ 405 N ‘ DRAIN VALVE (N.C.) - VAPOR—LOGIC 3 @
[ NG ! (N.O. OUDOOR) REMOTE KEYPAD
404 404 000
O (.
20 T O m—— o @ ©
405 N HEAT CONTACTOR 1
® . A\__J A2 N.O. 1,2 64 @)
406
6 | ] 65
+—6) o1 31 HUMIDIFIER TANK o
@ 407 N 206A SDU/AREA TYPE FAN RELAY o6
AN/ A2 ‘ N.0. 18
408 801 801 S67 802 000 MANUAL RESET OVER
=0 o 36 67 (h)——)--(D) (T3)- (c)  TEMPERATURE THERMAL TRIP
Vo AND SAFETY RELAY COIL
ﬁ‘ﬁ ﬁﬁ 68 N.O. 30
- N |
NOTES: BREAK TO EXTERNAL CONNECTIONS DIAGRAM \ \/
v ' v 801 000
0 POWER WIRING 1. WIRING AND BRANCH CIRCUIT PROTECTION PROVIDED 0 .
—e BY INSTALLER AS PER NATIONAL ELECTRICAL CODE. PROGRAM CODE:
801 SONTROL CIRCUIT 000 DOMESTIC VLC, STANDARD WATER
2. FOR SUPPLY HEATER AND MACHINE GROUND LEGEND MODEL: 208/240 VOLT SINGLE POINT
FIELD WIRING CONNECTIONS, SIZE WIRE USING 75°C WIRE TABLE —— /
ffffff PER NATIONAL ELECTRICAL CODE. K RELAY/CONTACTOR Y SOLENOID ORDER NO: POWER, SSR, SDU DIAGRAM
OPTIONAL FACTORY . T TRANSFORMER N  SENSOR 2 VAT
SEToNAL FELD 3. USE COPPER CONNECTORS RATED FOR 105°C. Q CIRCUIT BREAKER J JUMPER PRIMARY VOLTAGE: PH: 1 hz. 60 b p—— W o -
el gl S SWITCH E WATER PROBE ’ : [ 7 [DRAWN BY: KROG | VLC—-VL3-45
/4\ REFER TO AUXILIARY TRANSFORMER WIRING DIAGRAM N HEATER M MOTOR/FAN LESEEE KROG
FOR ALL MULTIPLE STAGE WITH MERCURY CONTACTOR. F  FUSE TOTAL UNIT AMPS: s DATE_ 11/5/01




