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® —INSTALLATION REQUIREMENTS
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POWER BL.OCK I ON SINGLE STAGE UNITS, FUSES AND FUSE BLOCKS 100% (S|NG|—E) SSR MOD. 208\//240\/ WITH SDU/AREA HEATER ELEMENT WIRING ARRANGEMENTS [6/12 [ 8 Je.cq sess |
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NOTES: il
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1. WIRING AND BRANCH CIRCUIT PROTECTION PROVIDED
Y o 36 BY INSTALLER AS PER NATIONAL ELECTRICAL CODE. Y to 36 BREAK TO EXTERNAL CONNECTIONS DIAGRAM
801 POWER WIRING 2. FOR SUPPLY HEATER AND MACHINE GROUND 000 LEGEND DOMESTIC VLDI, DI WATER
CONTROL CIRCUIT CONNECTIONS, SIZE WIRE USING 75°C WIRE TABLE MODEL: 208/240 VOLT SINGLE POINT
WIRING PER NATIONAL ELECTRICAL CODE. K RELAY/CONTACTOR Y SOLENOID ORDER NO: POWER., SSR. SDU DIAGRAM
FIELD WIRING 3. USE COPPER CONNECTORS RATED FOR 105°C. B ETQE‘&';OSQEEKER 5‘ i&{,‘,ﬁ‘g,‘;‘ WATL:
****** . . . SCALE: P/N
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OPTIONAL FIELD FOR ALL MULTIPLE STAGE WITH HIGH VA DRAW, F FUSE R SOLID ‘STATE RELAY ) =
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REFER TO FOLLOWING DOCUMENTS




