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REFER TO FOLLOWING DOCUMENTS

®
120VAC FAN VAPORSTREAM ~— VLDI EVAPORATIVE HUMIDIFIER —INSTALLATION REQUIREMENTS DATE TREV | RECORD  TDR
INPUT POWER EARTH GROUND WIRING DIAGRAM SHOWS MAXIMUM NUMBER OF STAGES. —EXTERNAL CONNECTIONS o5 & TECF 4975 | K
BLOCK  POWER BLOCK I YOUR PARTICULAR HUMIDIFIER MAY HAVE LESS. 100% (DUAL) SSR MOD, DUAL—VOLTAGE WITH SDU/AREA  —HEATER ELEMENT WIRING ARRANGEMENTS e
ON SINGLE STAGE UNITS, FUSES AND FUSE BLOCKS 6/12 B [EC# 5833 | JK
EQUIPMENT ARE OMITTED. VAPOR—LOGIC 4
XN OXOXE); GROUND HUMIDIFIER TANK 801 |l oo
—
0 RE0A 1OF 4, KJB+5_ 11 STAGE 1 ;. Y from 35 P3 Y from 35
R e e i
| I 21 _F2 2 " +_2m n 5 - LHREE AMPS PER STAGE s06 || L
\—o—ﬁ ————— 37
30 UNE 2 Pl L0AD 2 % = 5 32 412 3 LOAD Los
¢ € — e ————— FUSE AMPS | 38 K39
11 F& s K53 | T4  STAGE 2 PER STAGE | o Sl 407 e\ 000 SDU/AREA TYPE FAN RELAY
F5 w2t o THREE A\ A2 NO 18
21 F5 23 'k 5 ye PHASE i 80" S40 415 @
30 0 B8, 92 AT 6 o ¢ | R=11 CABLE INTERLOGK_ (OPTIONAL)
* ' PP U, ~.. 41 HUMIDIFIER TANK !
R60C e 5L3 673 s
s 10 14 F7 15 'f5+5_ |77 STAGE 3 | s 415 OR 415A | P4 VAPOR—LOGIC 4
LNE 1 PN LoaD 1 s TR Py THREE ! | | REMOTE KEYPAD
0 24 25 J 8 PHASE | S43 414 ! 414 Isw SAFETY SWITCH
*— 1 +'__'___ H9 LOAD 43 @ ”””””” r—0O
LINE 2 LOAD 2 Fo 3L2 4712 \ (COVER INTERLOCK)
30 30 F9 33 J 9 419 I
¢ . 4 @t -
14 F10 g ks7 OL3 °13 " 110  STAGE 4 1419 N45  4pg ‘ 420 =
I\ — | o e e o o e e g | 45 ] @ ,,,,,,,,,,, e HUMIDIFIER TANK TANK TEMPERATURE SENSOR
= TR RS o A e EE S H R | I | I YA
os FI1 o J | T11 DHREE | —— - B17 END OF SEASON DRAIN
s EER FTTZ________ H12 a0 46 | OPTION vay ‘
30 34 T12 Fill 401 401 402 | 000 FILL VALVE (N.C.)
| e e e e e e e e e e 47 S I 1 ) S E————— L
e 5L3 +-6T3 (O OW ¢
M48
- JACTNEG&ND\H—@: 7 48 Dgnﬁwiqsﬁwp@ 403 7\ 404 @4\7777999 . DRAIN VALVE (N.C.)
MACHINE GROUND WIRE MUST BE PRESENT 49 / (N.O. OUTDOOR)
FOR PROPER HUMIDIFIER OPERATION. i ,,,,,,
= 50
| ey
903 903 51
- @D
Q18 M18 2 P18 K53
900 902 K39 902 902 /7 \ CTIM2 501 406A HEAT CONTACTOR 2
p - Ll - SDU/AREA TYPE MOTOR 2
34A 147 T @ @ / 53 O A’\UAZ NO 4,5,6
20 54
- K55 HEAT CONTACTOR 3
" (@ CT%AB 503 SN 406A S55 000 /) NG 789
10 = = AT\_/ A2 13 NO 14 NO W -
O A A C 022 INTEGRAL - 2N S55 (K65 SAFETY CONTACTOR)
o ao| 92 — 120 %0 oo ;@CXSFORMER e - K57 oo /2 AUXILLIARY SWITCH (N.0.)
,,,@7@ (o) 57 O MQM HEAT CONTACTOR 4
‘ ‘ 4A 24VAC N NO 10,11,12
EXTERNAL - = = 58
OUTDOOR ‘
ENCLOSURE -
| {ERMNALS) | VAPOR—LOGIC 4 59 P19 R60A R60B R60C R60D
OPTIONAL
SSR/BL
A P1 . + O/ 434 |SSR1+| 434 |SSR1+| 434 |SSR1+| 434 |SSR1+ SSR CONTROL
801 24VAC —SSR/BL|| 435 |SSRI-| 435 [SSR1-| 435 |SSR1-| 435 |SSR1-
@) o 61 O SSR COMMON
= 000
: © o
P2 63
HUMIDIFIER TANK
T()p - - - - -~
O HUMIDIFIER TANK 64 K65
Mid (| [ - - " 405 S65 406 406 000 MANUAL RESET OVER
O ! ! 65 (1)) —oso— (13113 N @AQ (C) TEMPERATURE THERMAL TRIP
Low 432 | 432 S31 | AND SAFETY CONTACTOR COIL
I LOW WATER FLOAT SWITCH 66 N.O. 1.2.3
= 433 1 433 ‘ e -
——H-—— - 433 | 67
& - | \ v
L - ] 801 000
i o
NOTES: il
- N
1. WIRING AND BRANCH CIRCUIT PROTECTION PROVIDED
Y to 36 BY INSTALLER AS PER NATIONAL ELECTRICAL CODE. Y to 36 BREAK TO EXTERNAL CONNECTIONS DIAGRAM
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