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EARTH GROUND

POWER BLOCK |1

VAPORSTREAM® VLC EVAPORATIVE HUMIDIFIER

ON—OFF /TP MODULATION, 120 VOLT (NO SDU/AREA)

T

T2

HUMIDIFIER TANK

STAGE 1
m—m———— SINGLE -
H3 PHASE ~ AMPS PER STAGE
[ — LOAD
FUSE AMPS
PER STAGE

MACHINE GROUND \”—Qf -

MACHINE GROUND WIRE MUST BE PRESENT
FOR PROPER HUMIDIFIER OPERATION.

EQUIPMENT
QX0 GROUND
10 K54 1 K65
| |
w ' oom 11 oT
20 J 21 J
32 412 32 412
20
10 - =
AT @
T15 | Q17 INTEGRAL
- - Q17 — TO T15
801 goo| L ~
LBy (et oo Y s .
I I 4A 24VAC f
EXTERNAL - — —
OUTDOOR ‘
e
| (orToNAD) | VAPOR-LOGIC 4
o P1
801 24VAC
™ O
O
F7 HUMIDIFIER TANK
RJ—11 CABLE
L o~ VAPOR—-LOGIC 4
il REMOTE KEYPAD
v tO 36 NOTES:

801

POWER WIRING
CONTROL CIRCUIT
WIRING

FIELD WIRING

OPTIONAL FACTORY

OPTIONAL FIELD

1.

WIRING AND BRANCH CIRCUIT PROTECTION PROVIDED
BY INSTALLER AS PER NATIONAL ELECTRICAL CODE.

. FOR SUPPLY HEATER AND MACHINE GROUND
CONNECTIONS, SIZE WIRE USING 75°C WIRE TABLE
PER NATIONAL ELECTRICAL CODE.

. USE COPPER CONNECTORS RATED FOR 105°'C.

MACHINE

GROUND
TRANSFORMER
000 75VA
OOO/
©
TOP PROBE
MIDDLE PROBE
BOTTOM PROBE
PROBE GROUND (TANK)
LEGEND
K RELAY/CONTACTOR Y SOLENOID
T TRANSFORMER N SENSOR
Q CIRCUIT BREAKER J JUMPER
S SWITCH E WATER PROBE
H HEATER M MOTOR/FAN
F FUSE
¥ to 36 Yi
- N

000

AWATER LEVEL PROBE GROUND MUST BE
CONNECTED TO TANK FOR PROPER

HUMIDIFIER OPERATION.
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BREAK TO EXTERNAL CONNECTIONS DIAGRAM

PRIMARY VOLTAGE:

DATE | REV | _RECORD DR
—EXTERNAL CONNECTIONS 6/iz | 5 [EC.4 5835 | JK
801 —HEATER ELEMENT WIRING ARRANGEMENTS 000
V from 35 VAPOR"—‘LOGIC 4 V from 35
— N
P3
406 LW
O
C 801 S40 4158 - CONTROL CABINET DOOR
| INTERLOCK (OPTIONAL)
HUMIDIFIER TANK !
415 OR 415A J pa
| |
| S43 414 | 414 Isw
SR U S e SAFETY SWITCH
‘ IR SR ( g - (COVER INTERLOCK)
(Y 9
(419 M5 420 ‘ 420 = TANK TEMPERATURE SENSOR
T ———————————— -0
- P16
405 || PV/CA
O
o1 HUMIDIFIER TANK
Fill 401 401 Y50 402 | 000
S| A F@ oo @}4 7777777 o FILL VALVE (N.C.)
M51 ‘
Drain 403 ‘ 403 404 000 DRAIN VALVE (N.C.)
L2 LG O O ¢)  (N.0. OUTDOOR)
K54
c%m 408 N 000 /) HEAT CONTACTOR 1
AT\ A2 & NO 1.2
HUMIDIFIER TANK
K65
405 S65 406 406 000 MANUAL RESET OVER
4@”"11*""@ N OAZ <C> TEMPERATURE THERMAL TRIP
AND SAFETY CONTACTOR COIL
N.O. 1,2

801

MODEL:

ORDER NO:

120 pu.

1 HZ:

TOTAL UNIT AMPS:

60

000

DOMESTIC VLC, STANDARD
WATER, 120 VOLT DIAGRAM

MAT L:

SCALE:

B/N

DRAWN BY: KROG

VLC-VL4-75

PATE: 11,/30/09




